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　　AButterworth　filter　with　sharp　cutoff
frequency　is　used　to　improve　the　signal　to
noise　ratio　of　the　gated　pool　image．
　　　Statistical　noise　can　be　suppressed　by
attenuating　higher　frequency　component　of
the　image．　　Parameters　of　Butterworth　filter
（cutoff　frequency　and　order）　must　be　chosen
to　optimize　the　results　for　the　studies
perforrned　at　each　facilities　depending　on
the　noise　level．　Our　apProach　to　optimize
is　to　calculate　the　normalized　power　spectra
and　select　the　cutoff　frequency　refer　to　the
spectra．　　The　order　of　the　Butterworth
filter　is　fixed　to　8th．　Final　results　of　a
contour　detection　are　evaluated　by　calcu－
1ating　the　count　of　ED　and　ES，　and　the　shape
of　the　contour．
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　　　Manual　ROI　has　been　inevitable　for　ob－
taining　LV　functional　parameters　from　a
mul七i－gated　cardiac　blood　pool　imaqe　durirlg
an　equilibrium　state．　This　manual　operation
causes　the　reproducibility　and　accuracy　of
the　resu1七s　to　be　deqraded．　We　have　suc－
ceeded　in　automatization　of　RO工　settinq，
whereby　the　measure：nent　of　LV　e］ection
fraction　can　be　fully　autoraated　to　overcome
七he　above－mentioned　drawbacks　of　t二he　conven一
七ional　technique，　and　also　七he　efficiency　of
routine　studies　can　be　improved．　This　will
be　presented　here．　For　the　automatic　edqe
detec七ion，　we　studied　the　followinq　i七ems：
（1）　Recoqnition　of　genera1　1、V　ranqe　from
stエoke　volume　imaqe，（2）No⊥se　supPression
by　filtering，　（3）　Edqe　extraction　by　radial
profile　analysis　from　LV　qravi七y，　and　（4）
Edqe　srnoothinq　by　polar　coordinate　smooth－
ing．　For　七he　noise　suppression，　a　bandpass
filter　of　2－dirnensional　convolu七ion　is
adopted　to　improve　ヒhe　success　rat二e　of　rec－
ognition　also　for　a　case　w土七h　which　no　suf－
ficient　counts　can　be　obtained　due　to　fre－
quent　occurrence　of　arry七㎞ia，　etc・LV　edqe
is　extracted　by　recoqnizinq　the　pattern　of
a　radial　profile　and　comparing　an　edqe　de－
fined　by　differentiation　of　the　profile　from
which　other　than　the　I、V　part　is　rernoved，
with　an　edge　defined　by　ヒhe　cut－off　method．
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　　　Macroautoradiography　　（ARG）　　has　　been
used　　for　　s七udying　　biodistribution　　of
labeled　　compounds　in　　small　animals　with
high　spatial　resolution．　　Recent　develop－
ment　　of　　emission　　cornputed　　tomography
requires　to　study　regional　distribution　of
various　compounds　labeled　with　short－1ived
radionuclides　in　animals　precedinq　by　the
clinical　use．　　These　short－1ived　tracers
cannot　provide　conventional　film　analysis
sys七em　with　sufficient　information．　　We
　　　　　　at七empted　　　　　　　　　　　　　　　　’

1uminescence

analysis
a

were
　　　　　．
　　varlOUS
by　S1、SL

　　
rnzcron◆
　　to

I」inear　correlation　was　observed
　　　exposure　　and　　reading　　in　　a
　　　　　The　　sensitivity　　was　　far
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　　　　　These　preliminary　results
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suggest　SLSL　ls　a　promising　system　for　the
analysis　of　ARG　with　short－lived　tracers．

　　　Compton　scattered　radiation　reduces　both
spacial　　　resolution　　and　　　signal－to－nolse
ratiot　leading　degradiation　of　irnage　quali一
ty・
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　　　The　　method　is　based　on　　”deconvolution”
of　　scattered　events　from　the　measured　pro－
jected　　data．　　The　function　　defining　　the
scatter　　distribution　was　detenmined　　from
measurernent　with　a　line　source　（diameter　　l
㎜，
of
as
（2，

At　　present　time，　　however　no　special
　　　　　on　scatter　correction　　is　　being
in　planar　image．　　We　use　a　new　tech－
　for　　scatter　　correction　　in　　planar
　and　compare　this　with　the　other　　two
　　　　・two　energy　windows　and　asymmet一

faced　with　a　minlcornputer・
　　　The　　accuracy　　of　　this　new　　me七hod　　was

tested　on　　simple　phantoms　filled　with　a
solution　of　Tc－99m　in　water，　usinq　various
scatter　　distribution　functions　by　a　　pixel
base（1．51．5㎜）．　The　indicated　ratios　of
the　activity　concentration　in　phantoms　were
nealy　　the　same　as　the　results　measured　　by
diqital　　curiemeter．　　　Furthermore　　　imaqe
quality　　was　　siqnificantly　　improved　　with
SCatter　COrreCtiOn．
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